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NRCS
Natural Resources Conservation Service
GRADE STABILIZATION STRUCTURE

Conservation Practice Job Sheet 410

April 2003

Client:
     
Tract:
     
Farm No.
     
Field No.:
     

Farm/Ranch Location:
     
County:
     
Acre(s):
     
Date:
4/3/03

Program:
     
Contract Item #:
     
Planned Installation Date:
     

Drawing No.:NM-E-
     

Definition:

A structure used to control grade and head cutting in natural or artificial channels.

Purpose:

To stabilize the grade and control erosion in natural or artificial channels; to prevent the formation or advance or gullies; and to enhance environmental quality and reduce pollution hazards.

Requirements:

· CONSTRUCTION SHALL NOT COMMENCE UNTIL THE DESIGN IS APPROVED BY THE APPROPRIATE NRCS REPRESENTATIVE.

· It shall be the responsibility of the owner / leasee to obtain all necessary permits and/or rights, and to comply with all ordinances and laws pertaining to this installation.

· On Federal, State, or Tribal lands, the landowner / leasee must have archaeological clearance and approval / permit from the responsible permitting agency prior to any construction.  If during installation, any cultural resources, historical resources, or threatened / endangered species are found, the landowner / leasee must cease operations and obtain archaeological clearance and approval / permit from the responsible permitting agency prior to continuing construction.

· NRCS assumes no responsibility for interference with private or public utilities or facilities.

· Supporting data for this practice are to include a record of planning, design, installation, checking, and maintenance necessary to ensure an effective practice.  Location identification is required.

· Installation shall be in accordance with the drawings, specifications, and special requirements.

· The following additional data is required: Measurements of the completed structure, type and quality of materials, and adequacy of vegetation. NM-ENG-121 and 247 may be used to assist in system design.

Practice Classification and Approval (NEM Section 501):

Job Class is based upon the following limiting element, depending upon structure type, from Specification             410A or 410L.:

Job Class

Hazard
Class ______


Effective Height
______ Feet


Drainage Area
______ Acres


Design Approved By: ___________________________________ Date: ____________________________







Authorized Designer

Landowner/Operator Acknowledgement and Acceptance:

The landowner/operator acknowledges that:

· They have received a copy of the approved construction drawings and specifications, and understand the contents and requirements, and

· Maintenance of the installed work is necessary for proper performance for the life of the practice.  All federal cost shared practices must be maintained to these specifications for the expected life of the practice.

Accepted by: ____________________________________; Date: _____________________





Landowner/Operator

Practice Completion:

I have made an on-site inspection (or I am accepting owner/contractor documentation located in the case file).         I have determined that the job, as installed, conforms to the drawings and specifications, and that _______Each Grade Stabilization Structure (s) was (were) installed according to Specification 410A or 410L.

Accepted by: _____________________________; Job Title: ___________________; Date: ____________





Authorized NRCS Representative
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