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NRCS
Natural Resources Conservation Service
Surface Roughening

Conservation Practice Job Sheet 609

June 2002

Purposes

Client Name:

Tract:

Farm No.:

Field No.:


County:
     
SWCD/HU Code:

Date:
6/18/02

Program:
     
Contract Item #:
     
Planned Installation Date:


Purposes

 FORMCHECKBOX 
Reduce Wind Erosion



 FORMCHECKBOX 
Reduce dust emmisions
 FORMCHECKBOX 
Reduce soil depostions into surface water
 FORMCHECKBOX 
Protect plants from abrasion

Requirements

Name of tilage implement:

Soil Texture:


Soils I factor (must be less than 134 except for abrasion purpose) (t/ac/yr):

Random Roughness (RR) produced from tillage , see table (inches):


· Perform the initial tillage operation as soon as erosion starts, or as soon as it is evident that the existing cover of surface roughness is inadequate to control erosion below the acceptable level.

· Begin operation on the windward (up wind) edge of the field.

· For the abrasion purpose, tillage will create roughness to stop surface creep.

· This practice can be used when other planned practices have failed due to weather or a crop failure.

Additional Requirements:


Certification

I have reviewed this plan and agree to install as designed.

Client
     
Date
     

Completion Certification by:

Planner
     
Date
     







